Import of Firing- and Pressprograms
in ProFire ®- Furnaces

1. Unpack Zip-file with the programs onto an USB stick.

2. After switch- on the furnaces following sceen appears:

3. Attach USB stick

4. Following USB menue appears
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5. Now you can select in the file ,USB/ burn“ or ,USB/press” the programs to be imported ...
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6. ... or select programs out of the respective product files.

450 °C Fire/select ceramics

450 °C Fire/select ceramics

use 110

_Fring programs. 4111 AC Shoudier porcelsn

[Biceam | {113 4C Dentine firing 1
114 AC Denting firing 2
15 fimg
116 AC Comrection
117 AC Pasten-Lings fing.
118 AC Buid-up
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7. By pushing ,F1“ (left) programs can be marked for import. This is indicated by the symbol ,>*

in front oft he program name.

450 °C Fire/select ceramics

use

4 Programs sekcten

» 110 AL Liner firing
» 111 AL Shocter parcetin
[ g

14 AT Dentine firing

116 AC Correction
117 AC Pasten-Liner fiing
| 118 AC Buld-up
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8. Push jog dial some seconds until the menue for saving data appears.

9. Now select a free program number within the individual block fort he import.

10. By pushing the jog dial again the new programs are pasted at this position.
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